
TEST:

RESULT:

Maximum breaking load: 17.4 kN

Findings: Screw head sheared off

INZF109

Checked by:

Date:

N. Woods

Tested by:

Assembly setup Failure after loading

Two 140x45mm bearers placed side-by-side were fixed by two connecters on each side 

of 100x100m pile. The assembly was prepared by the client.

Load was applied along the axis of the pile to separate the assembly.
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Order No.:

Sample Description:

Identification:

Date:

12-Mar-14

12-Mar-14

Tested in accordance with:

T. Qiu

Report findings

Material Specification:

Sub-floor retro pile fixing assembly as supplied

Not supplied

Daniel

TEST CERTIFICATE No.:   INZ46432-01

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 14 days only.

Acceptance Criteria:

Maximum breaking load of the connection was recorded.

N/A

As per client instruction

File Ref: INZ

Client:

SGS New Zealand Ltd, NDT & Materials Services

46432P O Box 13-518, Onehunga, Auckland, New Zealand

17-19 Maurice Road, Onehunga, Auckland, New Zealand
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Fortress Fasteners

Tel: (64-9) 634 3637  Fax: (64-9) 636 6250
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